DATA DICTIONARY FOR DATA TABLE FILES

PIPES/MANHOLES

CLEANOUT = enter 1 for YES  or  0 for NO

DISH = enter 1 for YES  or  0 for NO

DNMH = downstream Manhole ID

FLAPPRGATE = enter 1 for YES  or  0 for NO

FLUSH = enter 1 for YES  or  0 for NO

MH_ID = unique specifier combining the predefined subdivision code (i.e. WP) with manhole number (i.e. 8) to form a manhole ID (i.e. WP-8)

PUMP_STA = enter 1 for YES  or  0 for NO

TC_ELEV = top of casting elevation
UPMH = upstream manhole ID - serves as link to pipe data
VENTPIPE = enter 1 for YES  or  0 for NO

***ALL FOLLOWING DATA IS FOR THE DOWNSTREAM LINE FROM MH_ID

DIAMETER = diameter of pipe laid
DNELEV = elevation of pipe at downstream manhole

MATERIAL = type of pipe used

RECLENGTH = length of pipe laid
SEW_TYPE = B=branch    I=interceptor    F=force main    P=private    A=abandoned
SLOPE = slope of pipe laid
UPELEV = elevation of pipe at upstream manhole
X = easting GPS coordinate  (decimal degrees)
Y = northing GPS coordinate  (decimal degrees)

Z = vertical GPS coordinate  (feet)

LATERALS

DEPTH = depth of lateral laid
END_LAT_INV = end elevation of lateral laid
END_LAT_STA = end lateral station of lateral laid
LAT-ID = unique number assigned in CADD file to establish link to database

LATERAL_LENGTH  = length of lateral laid between Wye connection and lateral end stake
LOT_UNIT = lot #  or  unit number
POLELENGTH = pole length of lateral laid
REDUCER = enter 1 for YES  or  0 for NO
WYE_INFO = lateral description information
WYE_INV = invert elevation of lateral laid
WYE_STA = Wye station of lateral laid
X = easting GPS coordinate  (decimal degrees)
Y = northing GPS coordinate  (decimal degrees)

Z = vertical GPS coordinate  (feet)

